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MILITARY SPECIF1 CATION SHEET

INTERCONNECTION BOX, FIBER OPTIC, SUEVIERSIBLE, 30&.8 X 609.6 M!l

This specification is approved for use by at[ Depart-
ment and Agencies of the Department of Defense.

The requi rernents for acq.i ring the prcduc.t described herein
shall consist of this specification sheet and the issue of the
following specification” listed i“ that issue of the Department
of Oef ense Index of Specifications and Standards (DODISS ) specified
in the solicitation: I%lL-l -26728.

r----- ““’

B

1@0) SEE
DETAIL A

I ABOVE COVER SHOWN PARTIALLY REMOVED
!

FIGURE 1. Enc[osure assembly, M2472812-031
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Enctos.re assembly, M24728/2-CQl . Cent i nuec!.
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6.5 %

16.5 419
29.0 737

NOTES:
1. Dimensions are in imhes.
2. Hetric equivalents are given for genera( information only.
3. For identification of subcomponent parts, see table 1 of MlL-1-24728/l

FIGURE 1. Enck.ure asse.bky, M2472812 -001 - Cent i n.ed.
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NOTES:

Inches . .
.500 12.7

3.25 82.6
6.72 170.7
9.75 247.6

1. Dimensions are i“ inches.
2. Metric equl.a~e.ts are give. for gepepal information on(y.
3. UnteSS oth?rwise specified, to[emnce is i.01 (0.3) for 2 place decimals a“d

*.535 (0.13) for 3 place decimals.

flGu?E 2. BOX ~untinq dimensi.ms.

Source: https://assist.dla.mil -- Downloaded: 2016-12-10T06:33Z
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STAMP DATE

MANUFACTURER ‘ S

MANUFACTURED

NAME OR LOGO
— MANUFACTURER “S CAGE

NUMBER

Inches . .
.5 13

3.0 76. o

NOTES:

1. Dimensions are in inches.
2. Metric equivalentsare givenfor genera( information only.

FIGURE 3. Identification plate.
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FIGURE4. Box assembky- Centinued.
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Inches . .
3.63 92.2
5.00 127.0
7.25 184.2
9.62 244.4

72.0 304.8
‘75.62 396.8
19.25 480.0

NOTES:

24.0 610
29.0 737

1. Dimensions are in inches.
2. Metric equivalents are given for general i? formation only,
3. Unless otherwise spec~ fled, tolerance is ,.01 (0.3) for 2 place decimals

FIGuRE l.. 8.x as$embl~ - continued.
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NOTES,
1. Dimensions are in inches.
2. Metric eq. iva[ents are given for generak
3. Un[ess otherwise specified, tolerance is

+.005 (0.13) for 3 pLace decimals.

information o.lv.
..01 (0.3) for ‘2 place decimals and

FIGURE 5. Cover assembly
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ABOVE COVER SHOWN PARTIALLY FIEMOVEO

Patch panel kits M24728/1 -C02 installed in an enclosure assembly, M2f+728/2-cQl

10

Source: https://assist.dla.mil -- Downloaded: 2016-12-10T06:33Z
Check the source to verify that this is the current version before use.



MI L-1-24728/2A

o-34

b/\~NNEcT1oN~MAYRAOIATION
POSURE TO BEAM

4.
OETAIL A

- SEE
OETAIL B

OETAIL B

FIGURE 6. Patch panel kits 1124728/1 -CQ2 instal led in an enchx.re assembly, t12472812- 001 - Cent i nued.
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FIGURE 7. SDlice tray kits “M2472S/1 -003 instalkd in an e.ck.sure assemb Ly’ M24728 /2-001.
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FIGURE 7. SDLice tray kits M24728/1-CI13 instal. k.d in an enc~osure assembly M24728/2-r331 - Continued.
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TABLE 1. Parts list

Subcomponent
identification
n.mbe~s, circled.
(see figures 1
through 7)

01

02

06

07

09

I PIN II Subassembly.
Part name number

EIK1O$.W assembly 1
with cab(e entrance

Enc(os.re assemb[y 1
without cab Le entrance

Box assemb(y 1 1

Cover assemb(y 1 1

~~~~ E

1

Mo.nti.g p(ate 2 2
assemb(y

Patch panet kit

splice tray kit

B(ank I.D. plaie 1 “’1

Door support

. . E

1 1

Uedge pack 1

318-76 helicoi 1 18

Gasket 1 1

Hex bolt 78 78

Information DL3re 111111 I

114-20 x ’112 inch PHMS 12

7/4 inch flat washer I 12 1:: II=F

.-

Remarks
and
refer ,”.,
f ig.res

1 and 3

1 and 5

1

112472811-002

6
m2472all -003

1

4 and 5

1

4

1 and 5

1

1 and 9

1

1

1

1

1

1

1

1

See fc.atnotes at e“d of table.
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S.bcomvmenr
identification
numbers, circ(ed.
(see figures 1
through 7)

27 2141

28 21 41

29 g 4/

30 31

31 41

32 ~1 ~f

33 41

36 61

35 61

36 71

TABLE 1. Parts (i st -. ‘co”<i nued.

.
PIN subassembly Remarks

Parr “me number . a“d
reference
figures

001 C02 01 02

Enc(os.,e ass.e.b Ly 1 1
with .ab Le entrance

En. [os.re assemb(y 1 1
without cable emrance

114 inch lock washer 12 12 1

Mrxmt i “g f Paine 1 3 and 4

12 x 24 BOX 1 4
Type 8

Hinge 2 2 3, 4 and
5

FLange pad %8 4

Gusset 3 4 and 6

Mount i.g Leg 4 2 and 4

1/4-20 insert 12 3 a“d 4

Mount i“g channel 2 3 a“d 4

12 x 24 cover 1 5
TyPe B

Diagram ho(der 1 4 and 5

Danger lebe( ““” 1 1 and 6

Not ice Labe( 1 1 and 3

Cable 1

I Notes (the fo(lowing notes are for materials specifications c.”Ly):

In accordance with MI L-1-2472811.

1. accordance With MLL-E-2414216.

Comos ion resisting steel.

A1.miw,a alloy 356 in accordance with CQ-&-5%.

Rivet, 1/4 inch dia x 314 inch large shank.

I“ accordance with lflL- P-15026, type G, adhesive-backed, meta L foi t, red Letters.

Aircraft cable, viny( coated, as required.
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RE12U1i7EMENTS:

Designs and constructions: see f igwes 1 through 7, and tab(e 1.

The interconnection box shal( be in accordance wirh MIL-E-241~ 2/6-010.

Mass: H24728f2-COl: 25 . . . lbs

M24728 /2-002 : 20 .,x lb,

Interconnection box mounting: see figure 2.

Interconnect organization:

Fiber optic splices: Flecha.i call f.sion, 7LG . . 72 or none.

Fiber optic adapters: 96 or 48 or none.

Fiber optic diagram ho Ldeps (diagram hotder is an integral part of the box): See figure 5

Cable retention: NIA

Cab(e sea( flexing: NIA

Cab(e twist: NIA

C~mpress ion resistance: NIA

Impact : NIA

F[amrnabi lity: NIA

Salt sPray: NIA

F[me spread: NIA

FLuid immersion test sha}l be ccmducted on polymeric mareri al* on[y.

Fungus shal( be conducted on po(ymeric materials O“Ly.

The operaring temperature .a”ge shall be -54 to +65°C and the storage temperature range sha L[ be -62
to +85° C.

Part OP Identifying Number (PIN):

u2472812 -031, Sax, uount ing plate, and cover with cable ent rapce.

!424728/2-002, Box, mounting plate, and cover without cable entrance.

The gasket si .ze is 72-3/8 wide x 24-318 L.a”g. This correspcmds to PIN II24I42I6-O1O of MI L- E-24142t6.

Source: https://assist.dla.mil -- Downloaded: 2016-12-10T06:33Z
Check the source to verify that this is the current version before use.



Custodians:
Army - CR
Navy - SH
Air Force 85

Re. Iew act,.iti es:
P,rmy - ml
Navy - w), EC, AS
Air Force - 11, 17, ?’?, 80, 99
DLA - ES

MIL-1-2472812A

CONCLUDINGMATERIAL

. Preparing activity:
Navy - SH

A9:. t:
DLA - ES

(Project6W9-D007-02)

User activities:
Army - AR
Na”y - CG, MC
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